
Model Number
inches (mm)

V Hz A W RPM
Pressure (P) Airflow (Q)

dBA kg
A B C mmAq inH

2
O m3/min CFM

JF-05042A12-3B 16.9
(430)

17.3
(440)

20.2
(512)

120 50/60 0.46/0.44 30/30 2450/2300 3.5/3.7 0.14/0.15 4.7/4.0 166/141 47/45 1.50

JF-05042A23-3B 230 50/60 0.25/0.24 32/30 2350/2000 3.3/3.5 0.13/0.14 4.5/3.6 159/127 46/41 1.50

JF-05052A12-3B 20.9
(530)

21.3
(540)

24.1
(612)

120 50/60 0.48/0.46 32/31 2250/1900 3.3/3.4 0.13/0.13 5.7/4.3 201/152 46/41 1.60

JF-05052A23-3B 230 50/60 0.25/0.24 33/32 2200/1700 3.2/3.2 0.13/0.13 5.6/4.1 198/145 45/38 1.60

JF-05060A12-3B 24.0
(610)

24.4
(620)

27.2
(692)

120 50/60 0.49/0.47 33/32 2200/1700 3.5/3.2 0.14/0.13 6.1/4.5 215/159 47/38 1.65

JF-05060A23-3B 230 50/60 0.26/0.24 34/32 2100/1550 2.8/3.0 0.11/0.12 5.4/4.2 191/148 46/34 1.65
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JF-050A  J SERIES AC CROSSFLOW FAN
VOLTAGE 120V, 230V

BEARINGS Ball Bearings

MOTOR AC Shaded Pole Type 1ø 2p

IMPELLER Aluminum Alloy

LENGTH (C) Min 20.2in (512mm), Max 27.2in (692mm)

AIRFLOW 127~215 CFM (3.6~6.1m3/min)

OPERATING TEMP 0oC~45oC

OPERATING LIFE 30,000 hours @ 40oC
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